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Finding the Load Manager

Note
The Load Manager is only available for
FS 2004 installations.

The Load Manager can be accessed from the Start\Programs\FSD Piaggio P 180
menu, or directly from the Aircraft\ FSD Piaggio P 180 folder in FS 2004.

‘N FS 2004

All Programs L]

Bl FsD Piaggio F-1:5:|:|ri G Fszoo4 || (B Load Manager
wgka Lninskall FSD Piaggio P130

You can also find the Load Manager in the Avanti’s folder in the FS 2004 Aircraft

directory structure.
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Purpose of the Load manager

The Load Manager will configure your add-on paint schemes, allow you to adjust the
weight and balance of the aircraft, and many other things. It automatically formats
your Aircraft.cfg and Panel.cfg files. The advanced systems incorporated into all FSD
aircraft can also be configured with the Load Manager. An example of this would be
the damage and failure systems modeling.

Any selection made in the Load Manager will be stored and set automatically the
next time you execute it.

Add-on Paint Schemes

The Avanti Load Manager also automatically configures all of your add-on paint
schemes, so that the Aircraft.cfg can be formatted with them. As long as the
following five aircraft textures reside within the add-on texture folder:

FSD_p180_bodyl_T.bmp
FSD_p180_body2_T.bmp
FSD_p180_nacelle_T.bmp
FSD_p180_wingL_T.bmp
FSD_p180_wingR_T.bmp

The Load Manager will copy the rest of the necessary textures over from the main
aircraft texture directory. If the add-on directory does not contain the Paint.cfg file
that the Load Manager uses to format the Aircraft.cfg file, one will be created
automatically.
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/4 FSD Avanti Load Manager for FS 2004- A Century OF Flight
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Paint Schemes

All paint schemes available within the aircraft's directory structure will be listed
here. These paint schemes are formatted for you automatically, and no action
on your part is required to activate them. When the Save Settings button is
pressed, all of the paint schemes listed here will be formatted in the Aircraft.cfg
file for you.
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Panel Options

If you are a licensed owner of the Reality XP GNS
530 GPS system, the Jetline avionics, or the
WX500 Weather Radar*, the Load Manager can
configure it for you automatically. The GPS will
replace the default FS GPS system when that
panel view is opened. If a licensed copy of any of
the above is not present that selection will be
disabled.

If you are an owner of the SimFlyer® Garmin 430
the Load Manager will give you that option as
well.
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—Ayionicz Optionz-

R eality =P Wi 500
eather Hadar
O Feality =P Garmin
GMS 530
[ Feality =P Jetline 2
O SimFlyers Garmin

GMS 430

— Cost
Currency:  US Daollars
Total Fuel Uzed: 000G
Fuel Cost: 0

*Note - If you do not own the Reality XP WX500 Weather Radar, a “placeholder” non

functional display is provided in its place.

FSD encourages you to check out these fine avionics companies. They make terrific add-ons for

this, and all of your Flight Simulation aircraft:

Reality XP — The Avionics Simulation Company http://www.reality-xp.com

SimFlyer® Flight Simulation Software

Realism Options

The persistent damage modeling and systems
failures described in the POH can be turned on
and off here. Use “Easy” if you wish to shut
them off. Three levels of realism are available,
with “Real World” being most challenging.

iyl

Jine 2
iir

500

You can also elect to use these systems, but
only shut off the audible alarm feature. If you
uncheck the Use Alarms option you will
silence the various cockpit warning alarms.

The Advanced Autopilot option provides a
faithful representation of the actual autopilot

found in the Avanti. If you leave this option

ollars

— Syztems Realizm
[ Usze Alaims

O Advanced Autopilat

Realizm Modeling

Select;
el Easy
|ntermediate
1eal-world

http:// www.SimFlyer.net

— Fart
HELEAE Enaine time [Hrs]:
0.00 Haurs to nest service:
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] B N ey

unchecked a standard FS autopilot is provided.
See the Autopilot section of the POH for more
details.
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Maintenance and Operation

The Avanti keeps track of engine time
and fuel usage as you fly. These
costs are calculated and tallied here.

You can set your currency and price
basis using the Options dialog.

L SimFlyers Garmin JEazy
| GM5 430 _
= Maintenance And Operation
Cost Statuz
Currency:  US Dallars Part |
Thial FudlLisad no0Gal | | 22
Engin
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Fissd Cosle 97| | 2=
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Dptiuns]
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r“—‘] [ Cargo

Avanti Cost Options
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Select Currency: |15, Spsterm [Gallans
IS Drall -

| ks —] " Metric [Liters]

Conversion Factaor

1.00 j Cost Master Feset
R ezet |

Fuel Cozt = | | Caution! Usging thiz button
will reset all recurring costs *

2.89 ﬂ ta zerol

** Per unit of meazure * Fuel uzage and maintenance
| costs - but not enging time:

Pl1EQ

Canicel

Currency of choice and fuel price can be set here. You can also change the system of

measure from standard (US system) to metric.

The Reset button will allow you to reset all accumulated costs to zero, and let you

start over. Note that only fuel, repair and maintenance costs are changed. Cost

based on engine time can only be set to zero by setting the engine time to zero

using the Status/Repair Options dialog.
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Status and Repair

The damage status, engine time, and
time to next maintenance are displayed
here. If maintenance is due, or repair is
required, those selections will become
active.

Regular maintenance or repair will incur
costs in the Maintenance section.

Failure to perform scheduled
maintenance every 25 hours of operation
will expose you to possible engine
damage from oil or fuel system blockage.

To perform maintenance/repair, or to
reset your engine time, use the Options
button.

If the prop gearbox for the engine shows
signs of wear, but the engine has not yet
failed, a WEAR indication will be
displayed. In this case you have the
opportunity to replace only the gearbox
before an in-flight failure is experienced.

In flight the aircraft will illuminate the L
PROP GEAR or R PROP GEAR annunciator
respectively if gearbox wear nears the
critical stage.
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Avanti Maintenance Options

—Engine Repair- —Engine Time Rezet-

M Cancel
B Thiz will reset both port and
I~ Port Prop Gearbas starboard engine hour counters
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Scheduled Maintenance
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While the turboprop engines used in the Avanti are quite durable, and are very
difficult to over stress, the engines will be more prone to stress from over throttling
when the time of scheduled maintenance is exceeded. The more hours over the
recommended maintenance, the less abuse the engines will take.

The maintenance options dialog gives you the ability to:

Replace a damaged engine

Perform regular scheduled maintenance *

Replace a damaged hydraulic pump (driven by right engine) **
Replace a damaged hydraulic system for the landing gears
Damage or wear to the prop gearbox

These selections will be grayed out if they do not apply. For example if an engine or
component is not damaged or if maintenance is not due.

*  The aircraft systems will be more prone to failure if regularly scheduled maintenance is not performed. Unless you
have EASY selected on the Realism Modeling selector.

*  Operating the right engine without opening the hydraulic valve to the fluid reservoir will damage this pump very
quickly (within 5 minutes). Unless you have EASY selected on the Realism Modeling selector.

The Load Manager keeps track of your repairs and maintenance. You can find this
record in the file Repairlog.txt, located in the Avanti’s folder in the FS 2004/Aircraft
directory.
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B RepairLog.txt - Motepad E@
Fle Edit Format “iew Help

X

AVANTT — MATWTEMANCE AMD REPAIR LOG

Saturday wovember 20, 2004 Regular maintenance - left engine $275.00
faturday Wovember 20, 2004 Reqular maintenance - right engine $275.00
b, i

[ Hours to nest service: EE.EIEI;

e o sone |
Use weight control to select the : L

amount of weight you wish to put

into the aft compartment. If no ; Ramp Loading (MTOW)
. . . . . =] B
weight is specified, the aircraft will . -~ Cargo -
be configured with zero weight in J ' Pazzengers Craw * *

this compartment. When a valueis [ ] 30 ﬁaﬂ -
selected, press Set and the weight S | 2 j

change will be reflected in the I |
Famp ‘weight: 5,436.00 lbz.

|
Ramp Weight. !
5" ** |nlcudes pilat and copilat
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The maximum recommended ramp weight for the Avanti is 11,600 Ibs., including
cargo, passengers and fuel. The Load Manager calculates the ramp weight under the
condition of a full fuel load, which is how Flight Simulator typically loads an aircraft.
If you are over this recommended weight you will see the following warning issued:

Aircraft Overweight

i J The aircraft is over reccommended ramp weight by 402.0 bs.(67.0 gal. of fuel)

Decreasing Fuel quantity in the simulakor by this amount
ar passenger/cargo weight is recommendead

This is telling you to either select less weight in the Load Manager, or reduce your
fuel load once the aircraft loads in the simulator.

Save Settings Button

In order for your changes and

preferences to take affect, and be written il

into the simulator’s configuration files, larmng
you must press Save Settings. ced Autopilat
rn Modeling

[

— Statuz/Repair

Port Engine—————
Shatus: ]S

Video Card Selection

-10 -
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Experience has shown that there is a
fundamental difference between the
way ATI video drivers handle lighting
effects compared to NVidia and other
3D accelerator cards. In order to
optimize the display quality and
lighting effects for the Avanti we
have configurations for both types of
display drivers. The configuration
will take place when you press Save.
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Most of the data written to the Flight Simulator configuration files is determined by
the data entries in the Loadout.cfg file, found in the Avanti’s Data folder. This is a
user editable text file. If you have custom changes you need to make to the aircraft
configuration, particularly, changes to the panel, you need to make those edits here,
and then run the Load Manager again (and press Save Settings). Otherwise, if you
make your changes directly to the Panel,cfg files, they will be erased the next time
you run the Load Manager.

Wiy  Favorites  Tools  Help

X E-

i Flight SirulakarFS9 AircraftiFSD Piaggio P180YData
= Marme

|53 FSD Aerostar ~ @F5D_L_F'-TI.|:Imp
() FSD C-115 ™ FSD_L_WVIDIA.bmp

= I53) FSD Piaggio P180 m
) Data

I3 Manual
I3 model

[-1_“ Falders

J |$ /.'_ ) search

If the Loadout.cfg file is missing from the aircraft’s Data folder the Load Manager will
throw this error. In this case you will likely need to reinstall the Avanti.

Configuration Unsuccessfull

@ The Load Manager expetienced the Following problems Formatting vour Avanti:

Could nok find or open the file Loadaout, chg!

-12 -
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Stored Data Management e > %
The Load Manager gives you the ability to p— Total 566.3
control and reset the persistent data bs. Max.
stored on your system for the Avanti’s
systems. Just select the Manage button
to launch the Stored Data dialog.
Stored Data Ramp Lg
Cargo
|Manige|
Yideo Lard
Miidia

This dialog displays all of the persistent data for the various aircraft systems stored
on your computer. To reset an individual item to factory default value simply select
that item in the list box and press Clear. To do the same for all values at one just
press Clear All. Only do this whenever really necessary, as once the value is reset it
cannot be recovered.

The installation path for the aircraft and the location of the Flight Simulator directory
structure as recorded on your system at time of installation is also displayed. This is
where repaint installers, product updates, etc. will look for your files. If either path is

incorrect you can change the data permanently here. .
Manage Stored Data g|

Stored Data ;=

Day put inta Service: Novernber 13,2004 Torezet a zpecific item to 2ero/factary

Aircraft operating hours: (.00 gpecs, simply select that item and press

Fort engine time: 50.00 hours i i ] i i
Siahnaid ergine time: 5000 Hotis Clear. Taorezet all iterz zelect ''Clear Al

Port fuel uged: 0.00 gallons
Starboard fuel uszed: 0.00 gallons Clear Clear Al
Port engine status: Operational

Part engine WeEar 0% ; Thiz button will purge the entire data zet
Starboard engine statusz: Operational from your system. The Load Manager wil

?t'f;’tl":'a“_j tengine '“"'EE‘“t D;éEED o rebuild it uzing default walues,
otal maintenance cost: ;
Total repair cost; $0.00 Furge

Hydraulic gear status: Operational
Hydraulic pump wear: 0%

* Standard values recarded are in U5
meazurement and currency

Path ta Flight Sirmulatar

:AFlight SimulatartF59 Browse

Fath to aircraft directorny
C:\Flight SimulatarFS ShAircrafthFSD Fiaggio P180 Browze

Aﬁ:ﬁi
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